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DIGITAL ULTRASONIC DIAGNOSTIC IMAGING SYSTEM
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Technical specifications:

General Descriptions

Imaging Mode B, B/B, B/M, M

Gray Scale 256

Display 12'' non-interlaced

Probe Frequency 2.5 ~ 8.5MHz

Scanning Angle from 40 to 150 degree (depending on probes)

Scanning Depth (mm) from 25.9 to 246 (depending on probes)

Beam-forming Digital Beam-former (DBF)

Dynamic Receiving Focusing (DRF)

Up to 16 zone transmitting focusing

Dynamic Frequency Scan (DFS)

Real-time Dynamic Aperture (RDA)

Dynamic Receiving Apodization (DRA)

Signal Processing

Pre-processing dynamic range

edge enhancement

frame correlation

smooth

line correlation

scanning angle selection

high resolution/high frame rate select

Post-processing gray map

r correction

rejection

left-right reverse

up-down reverse

Functions 

Cine Loop 128-frame Cine loop memory

Zoom intelligent zoom in real-time and frozen modes

Built-in Image Archive storage over 100,000 frame images

Measurement & Calculation

B-mode distance, circumference, area, volume, angle, 

residual urine volume, histogram, profile, S%

M-mode distance, time, velocity, heart rate (2 cycles)

Software packages abdomen, gynecology, obstetrics, cardiology,

small parts, peripheral vessels

Probe Types

Electronic Convex array Electronic convex array probe:

CA3.5MHZ/R50(2..5/3.5/5.0MHz)

Electronic micro-convex array probe:

CA3.5/R15(2.5/3.5/5.0MHz)

Electronic endocavity probe:

EV6.5/R10(5.0/6.5/7.5MHz)

Electronic Linear array Electronic liner array probe:

LA7.5/L38(6.0/7.5/8.5MHz)

Others

Working voltage 110~220V 50Hz/60Hz

Dimensions 508mm (W) X 702mm (L) X 1288mm (H)

Weight 60Kg

Needle-guided Brackets

Standard Configurations:

DP-9900 Main Unit

12'' Non-interlaced Monitor

128-frame CINELOOP

Built-in Imaging Archive

3.5" Floppy Drive

All Measurement & Calculation Software Packages

Electronic Convex Array Probe: CA3.5MHz/R50(2.5/3.5/5.0MHz)

Options:

Electronic Linear Array Probe: LA 7.5MHz/L38 (6.0/7.5/8.5MHz)

Electronic Micro-convex Array Probe: CA 3.5MHz/R15 (2.5/3.5/5.0MHz)

Electronic Endocavity Probe: EV6.5MHz/R10 (5.0/6.5/7.5MHz)

SONY UP-895MD Video Printer

68-S3 Footswitch

Needle-guided Bracket
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Mindray Co., Ltd.
Address: Mindray Building, Keji 12th Road South, High-tech Industrial Park, Nanshan, Shenzhen, P. R. China, 518057
Tel: +86 755 26582888, 26582492  Fax:+86 755 26582500, 26582501
E-mail: intl-market@mindray.com.cn   Website: www.mindray.com.cn

CA 3.5MHz/R50

LA 7.5MHz/L38

EV 6.5MHz/R10/120D

CA 3.5MHz/R15

Application: Abdomen, GYN, OB, Urology

Application: Small Parts

Application: Endovaginal, Endorectal

Application: Cardiac, Pediatric

Multi-frequency Probe


